
APPLICATIONS

FEATURES

Vinyl for decorating glass or 
glazed surfaces indoor and 
outdoor use
High tack high cohesion 
permanent adhesive. 

Specially developed for 
solvent and UV printing.

For test sample please contact us at to sales@soyang.co.uk  
or visit our website at www.soyang.co.uk

+ 4 4 ( 0 ) 161  76 5  3 4 0 0
www.soyang .co .uk

Item No.
DECAL Print 80 Glass Decor

Available Width
Up to 50m

Ink printability
Solvent & Eco Solvent

SPECIFICATIONS

DÉCOR

Vinyl for decorating glass or  

glazed surfaces indoor and 

outdoor applications

DECAL Glass Decor P HT 80 

Decorative Glass Film



PROPERTIES      SPECIFICATION

Translucent vinyl for decorating glass or 
glazed surfaces indoor and outdoor, with 
80 mic polymeric PVC film, high tack high 
cohesion permanent adhesive and  
125 gr Clay coated kraft paper liner. 

DESCRIPTION

For test sample please contact us at to sales@soyang.co.uk  
or visit our website at www.soyang.co.uk
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Material:          Translucent matte soft calendered PVC, made from polymeric resins.         

Surface finishing:      Frosted     

Thickness (µm)     80 mic 

Adhesive type:          Clear acrylic based, permanent high tack

Peel Adhesion:     steel 20 min (N/25mm)

Peel Adhesion:     steel 24 h (N/25mm)

Shrinkage (mm)    0,2

Application temperature (ºC)   < 10

Service temperature (ºC)   -10 a 70

Liner:      Clay coated kraft paper

Application surface:    Flat

STORAGE
Shelf Life: 24 months from the date of manufacture, applicable only to material that has not been processed, and stored according to the following conditions:
This material must be stored at a temperature of 20° C ± 5 ° C and 50% ± 5% relative humidity, without major climate deviations.
DURABILITY
Durability: 5 - 7 years (unprocessed and when applied under vertical exposure - normal Central European climate)

INK PRINTABILITY

SOLVENT ECO
SOLVENT

DÉCOR

DECAL Glass Decor P HT 80 

Decorative Glass Film


